
Commercial Handheld Sprayer 

Common usages: 

 Poultry, meat, or food processing plants 

 Large greenhouses 

 Construction sites 

 Mold remediation sites 

Advantages: 

 More volume (two or three nozzles available) 

 More spray distance 

 Mobile cart 

 Utilizes existing “plant compressed air” system 

Common chemicals sprayed: 

 Disinfectants 

 Sanitizers 

 Mold prevention 

 Mold remediation 

 Termite or fire retardant 

 Insecticides 
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Nozzles 1 (2 and 3 available) 

External Air supply needed 
(NOT INCLUDED) 

 Yes, 1 nozzle minimum 6-8 CFM  
2 nozzles minimum 12-16 CFM 
3 nozzles minimum 18-24 CFM 

Electricity Required No 

Liquid Container Type 5 gal. tank (18.9 L) 

Dimensions 31"H x 21"W x36"L (1 m x 0.6 m x 1.1 m) 

Hose Length 150 foot air hose, standard 

Weight 80 lbs, empty 132 lbs, full 

Flow rate  
1 nozzle 2-2.5 gal / hr (10.6 L / hr)  
2 nozzle 4-4.5gal/hr (15-17 l/hr) 
3 nozzle 5.5-6 gal/hr (20.8-22.7 l/hr) 

Spray Range 10-15 feet range (4.6-6.1 m) 

Additional Options 
2-headed and 3-headed spraygun  
Additional hose up to 250 ft. (76.2 m) max 
Stainless Steel available 


